Specification

High Performance 5W LED Reflector

LED

25,000 Hours Life,5 Watt, 12Volt AC/DC
Applications:

Track Lighting, Spot Lighting, Display Lighting

Features:

Replace Existing 35W Halogen MR16 Lamps And Save
80% Energy

Instant On High Power LED Bulb Last Up To

25,000 Hours

Contains No Mercury
Extruded/Cut Aluminum Body For Better Heat Dissipation
No UV Or Infrared Radiation
Branded Chip
Not Dimmable
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Specification:

Input LineVoltage: ... .12V AC/IDC

InputPower
Input Line Frequency
Lamp Life (Rated)
Minimum StartingTemp______________
Maximum Operating Temp
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Height E Avg/E Max

Note: The curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.

Beam Angle 67.5°Deg Diameter Height E Avg/E Max Beam Angle 68.9°Deg Diameter

Note: The curves indicate the illuminaled area and the average
illumination when the luminaire is at different distance.
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| WARRANTY ‘ Description wattage | lumens base
5W MR16 LED Lamp, Warm White 5W 320 GU5.3
*
‘ 3-YEARS J 5W MR16 LED Lamp, Day Light 5W 330 GUS.3
*Basad on 5hours usage a day
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