Specification

High Performance LED PAR Reflector

LED

25,000 Hours Life, 10Watt, 120VAC

Applications:

Track Lighting, Spot Lighting, Display Lighting, Recessed Can,
Indoor OrQutdoor Damp Locations Use

Features:

Replace Halogen PAR 30 Lamps And

Save 80% Energy(75Watt Equivalent)

Instant Bright, High Power LED Bulb

Rated Life Of 25,000 Hr Can Be Exceeded When
Operated On Dimmed Level

Dims On Most Standard Household Dimmers
Contains No Mercury

No UV Or Infrared Radiation

Light intensity unit
—— CD/180,37.3deg
CR0/270,42 1deg

Averagebeam angel(50%):39 Tdegree

Catalog Number

Specification:
Input LineVoltage:.......-..... ... ... ... .o AIOVAC
Input Power T AT 1)), |
Input Line Frequency e : ... 6OHz
Lamp Life (Rated) . 25,000hrs
Minimum Starting Temp .....=20°C/-4°F
Maximum Operating Temp ____________ 40°C/104°F
CCT ... ~3000K/5000K
CRI. o T 1
Lumens 800
CBCP ___ 1698
Beam Angle _____________________________________ 40°
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Height EAwvg/E Max : Beam Angle 34.06"Deg Diameter

Mote: The curvesindicate the illuminated area and the average
illumination when the luminaire is at different distance.

[ WARRANTY ]

[ 3-YEAR *J

( Description wattage | lumens basew
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