Specification

High Performance LED PAR Reflector
L ________________________________________________________________________________________

L E D Catalog Number

25,000 Hours Life, 7 Watt, 120VAC

Applications:

Track Lighting, Spot Lighting, Display Lighting, Recessed Can,
Qutdoor Covered, And Indoor Use.

Features:

* Replace Halogen PAR 20 Lamps And
Save 80% Energy(50Watt Equivalent)

+ |nstant Bright, High Power LED Bulb :

* RatedLife Of 25,000 Hr Can Be Exceeded When Specification:
Operated On Dimmed Level "

¢ Dims On Most Standard Household Dimmers Input LineVoltage: _____________________________ 4120VAC

e Contains No Mercury
— Input Power_ eI
+ No UV Or Infrared Radiation Input Line Frequency o . T 60Hz
Lamp Life (Rated) . ... 25,000hrs
Minimum Starting Tamp e o-20%clACF
Maximum Operating Temp ____________ 40°C/104°F
CET... ~ 3000K/5000K
CRI. o |
Lumens 500
CBCP 938
Beam Angle __________________________________ 38°
Dimmable Standard Triac Dimmer
Flux out 283.8 Im
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Mate: The curves indicate the illuminated area and the average
illumination whan the luminairs is at different distance.
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