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Part #:

LED Bollards

Applications:
Bollards are designed for:
• Walkways
• Entrance Ways
• Drives
Also other small-area lighting applications
where low mounting heights are desirable.

Product Information:
• Lumileds 2835 LED chips
• Corrosion resistant aluminum exterior
• Wattage & CCT adjustable
• 2 shape options: Round, Square
• Flat top & dome option
• Cone or louver reflector option
• Housing color: Black, bronze, custom color
• IP65 rated against dust and water
• 0-10V dimming
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Specs and model numbers are subject to change with or without notice. Customization of product is available.
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Flat
*For Square & Round
Dome
*For Round Only

Photocell
Emergency Battery 
Backup
Bluetooth
Bi-Level Motion
Sensor

Round
Square

Frosted
Louver
Cone

1,560 Lumens
2,080 Lumens
2,860 Lumens

BOLLARD
3P22-12W
3P22-16W
3P22-22W

Finish
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5CCT Black
Bronze
Custom
Color

2700K
3000K
3500K
4000K
5000K

Customer Colors
Available if Needed

5 CCT Selectable: 27/30/35/40/50K
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LED Bollards
FEATURES

LED Bollards

5CCT Selectable Watt Selectable3
27/30/35/40/50K 12/16/22W

CONE LENS LED

FROSTED LENS

FROSTED LENS

LOUVER

LOUVER

LOUVER

CONE

CONE

CONE

SQUARE FLAT

ROUND DOME

ROUND FLAT

LOUVER LENS LED



LED Bollards

DIMENSIONS

ACCESSORIES

Square

4.84"

42.05"

35.39"

6.3"

4.84" 4.65"

42.05"

35.39"

43.66"

35.39"

6.3" 6.3"Round
(Flat top)

Round
(Dome)

3.62"

SQUARE ROUND



PHOTOMETRICS SPECIFICATIONS
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Rated Wattage 22W - 16W - 12W Adjustable

Initial Lumen Output 2860lm±5%

CRI >80

PF >0.9

CCT 2700K, 3000K, 3500K, 4000K, 5000K

VOLT 120-277VAC

SPD 10KV

LED Lumileds 2835

Power Supply Weledpower (0-10V dimming)

Housing Diecast Aluminum

Color Bronze, Black, Custom Color

Size Ø 6.3” x 42.05”

IP Rating IP65

Working Temperature -40˚F~122˚F

Warranty 5 Years
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